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The most economical solution for every budget 

 
 

Characteristics 

Strapping qualities: Polypropylene (PP) 

Strapping dimensions: widths 
 thicknesses 

6.0 – 15.5 mm 
0.5 – 0.75 mm 

Strapping tension: adjustable, 150 – 450 N 

Sealing method: heat welding 

Power supply: 230V / 50Hz, 1 phase 

Power consumption: 0.25 kWh 

Strapping speed: 2.5 sec./cycle (approx. 24 strapping cycles/min.) 

Dimensions: 
 
 

length 902 mm 
width 586 mm 
table height      760-930 mm adjustable   

Weight: 85 kg 

Max. package weight: 100 kg 

Min. package size: 80W x 20H mm 

Strap core inner diameter: 200 / 230 / 280 mm (interchangeable) 

Temp. of working environment: 5 ~ 40°C 
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Advantages 

� Light, compact design 

� Easy operation, simple maintenance 

� CE certfied 

� Hinged stainless top plate 

� Mechanical outside tension control 
� Rigid castors with brake 

� Automatic motor stop to save energy 

� Reliable P.C. board electric control 
� Adjustable table height from 760 to 930 mm 

� Affordable for every budget, total value more than competing brands 

� Proven quality 

� Interchangeable strap core inner diameter from 200 mm to 280 mm 

� Safety limit switch included 

 
 

Chart of types model PM206 

Item No. Model 

44.2020 PM206 

 


